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Venue: Edmonton Convention Centre (Shaw Centre) Type: Large Convention Hall
City: Edmonton, Alberta Capacity: 5,000 flexible

Country: Canada Tour: -
Date: 2019 Technician: liveaudio99

Technician contact info:

RIGGING Type: Dead hangs only in designated zones - see rig drawing
Height: 30' floor to ceiling height

Max Weight: 1,000lbs max for all points, 2 x audio beams are 2,000lbs max
Notes: Climbers can access the beams from catwalks above

POWER Services: 2 x 400A, 1 x 200A, 1 x 100A available
Locations: All up stage left, 50' from the stage

Type Of Connection: Camlocks
Notes:

STAGE Type: Portable riser stage
Size: 60' wide x 40' deep x 5' high is typical

Notes: 4' high stage may be prefferable due to low trim height

LOADING Type: 8 Loading docks
Location: Up stage right, 100' push to the stage

Notes: Semis have to drop trailers for outer dock doors to close
Busses may park in the unused loading docks

AUDIO Notes: Typically a main hang and a small side ground stack are used
24' to 25' is the typical max bumper height

House PA Feeds?
Snake/Multi Run? Along the floor then 90 degrees to FOH, house covers with mats

PA beams are 60' apart and 60' from the back upstage wall
LIGHTING Notes:

Followspots?
Snake/Multi Run? Along the floor then 90 degrees to FOH, house covers with mats

Other Notes: Hall ABC on the Assembly Level is where concerts are held
The stage is located in Hall A,at the West end of the building
Most shows are GA with two large bleachers on either side
Bleachers are 70' apart from each other and are 100' long
Total hall width is 180' and length is 385'


